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INSTALLING USB VIRTUAL COM DRIVERS

If you are using USB Virtual COM for the first time, you must install its driver first. Driver
version 5.3 or later is required.

INSTALL USB VIRTUAL COM DRIVERS

I) Run the setup file (CP210x_VCP_Win2K_XP_S2K3.exe).
The InstallShield Wizard will guide you through how to install drivers for Windows.

However, if there is an existing setup file installed on your computer, you will see the
following dialog box. Click [Cancel] to exit setup.

silicon Laboratories CP210x VCP Drivers for Windows 200 o ]
E xisting Installed Instances Detected ‘ ]
Select the appropriate application instance to update. | h

Setup haz detected one or more inztances of thiz application already inztalled on your spstem. ou
zan maintain or update an exigting instance or install a completely new instance.

% |nztall a new instance of this application.
" Maintain or update the instance of thiz application selected below:

Dizplay Mame | |nzt
Silicon Laboratories CP210% WP Drivers for Windows 20004F 2003 ServerMista  ooh

al | i

[rztallEhield
< Back Mext » I | Cancel E II

Click [Yes] to cancel the setup.

x4

Are you sure you want to cancel the setup?

=l = |
W

Refer to Check Existing Driver Version and find out if the driver version is 5.3 or later.
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2) Click [Next] to continue.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP [ 2003 x|

Welcome to the InstallShield Wizard for Silicon
Laboratones CP210x ¥YCP Dnvers for Windows
2000fXP/2003 Server/Vizta

The InstallShield wWizard will copy Silicon Laboratories
CP210WCP Dirivers for Windows 2000/P/2003
ServerMizta onto pour computer. Ta continue, click Mest,

< Back Cancel |
kh,

3) Read the License Agreement and select to accept the terms. Click [Next] to continue.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP /2

License Agreement

Fleaze read the following license agreement carefully,

END-USER LICENSE AGREEMENT
IMPORTAMNT: READ CAREFULLY
BEFORE AGREEING TO TERMS

SILICON LABORATORIES IMC., SILICON LABORATORIES INTERMATIONAL PTE.

LTD.. AND THEIR AFFILIATES [COLLECTIVELY, "SILICOM LABS") HAVE

CEVELOPED CERTAIM MATERIALS [E.G., DEVELOPMENT TOOLS, ExAMPLE CODE,
EMBEDDABLE CODE. DLLs, SOFTWARE/COMPUTER PROGRAMS AND OTHER

THIRD PARTY PROPRIETARY MaATERIAL) ["LICEMSED MATERIALS") THAT vyOU

May USE M COMJUNCTION wWiTH SILICON LABS' MCU PRODUCTS. AWY USE OF

THE LICEMSED MATERIALS 15 SUBJECT TO THIS EMD-USER LICEMSE ;I

ACEEFLIFLT FLOIRTLIEE AR LA S TLE L SRS TR LIATEFLLL S A ST e

' | accept the terms of the license agreement Print |

™ | do nat accept the terms of the licenze agreement
| metallEheld

< Back Cancel

hy




Installing USB Virtual COM Drivers

4) If you wish to change the destination location, click [Browse..] on the right.
Otherwise, click [Next] to continue.

Silicon Laboratories CP210x VCP Drivers for Windows 2000 /XP {2003 x|

Chooze Destination Location

Select folder where setup will install files.

Setup will install Silicon Laboratonies CP21 0w WP Drivers for wWindows 2000&P/2003
Serverfizta in the fallawing folder.

T inztall to thiz falder, chck Nest. Tanstall to a different folder, click Browse and select
another folder.

|' Destination Folder

c:hSilabshhCL Browse. .. |

[metallEheld

< Back Cancel |

W

5) Click [Install] to begin the installation.

Silicon Laboratories CP210x VCP Drivers for Windows 2000 /XP {2003 x|

Ready to Inztall the Program

The wizard iz ready to begin installation.

Click Inztall to begin the installation.
[F wou want ta review or change any of your installation zettings, click Back. Click Cancel to exit
the wizard.
[metallEheld
< Back [rigtall Cancel |
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6) Wait for several seconds while installing drivers (= copying files to your hard drive).

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP 20

Setup Status

The Install5hield ‘Wizard iz instaling Silicon Laboratories CP21 0 WEP Drivers for Windows
2000/=P /2003 ServerVizta

Inztalling

[ratallEhield

7) Click [Launch the CP210x VCP Driver Installer] to install drivers or update an existing
driver. Click [Finish] to complete the setup. Otherwise, you can run the installer later
from “C:\SiLabs\MCU\CP210x\Windows_2K_XP_S2K3_Vista” (the default install

directory).
Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP /2003

InstallShield Wizard Complete

The Ingtalls hield ‘wizard haz successfully copied the Silicon
Laboratories CP2100 WP Drivers for Windows 20005P/2003
ServerMizta to your hard drive. The diiver installer listed below
ghould be executed in order to install drivers or update an
exizting driver.

¥ Launch the CP210x WCP Driver Installer.

Click Finizh to complete the Silicon Laboratonies CP210s WEP
Dinivers for Windows 2000/=PA2003 Serverizta setup.

< Back m Earzel |




Installing USB Virtual COM Drivers

8) It will install "CP210x USB to UART Bridge Driver” now.
If you wish to change the destination location, click [Change Install Location...].
Otherwise, click [Install] to continue.

& silicon Laboratories CP210x USB to UART Bridge Driver x|

Silicon Laboratories
Silicon Laboratories CP210x USE to UART Bridge

Installation Location:

Driver Version 5.4

I C:\Program Files\Silabs MCUNCP210xY,

Change Install Location... m Cancel

hY

9) Wait for several seconds while installing the drivers. Click [OK] to exit the wizard.

x

L3
- | ) Installation completed successfully

o]

&
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CHECK EXISTING DRIVER VERSION

Go to Start | Control Panel | Add or Remove Programs. If you have installed the
driver before, it will be on the program list.

5 Add or Remove programs =T

5l Currently installed programs: [T Show updates Sort by: IName vl
Change or
et i5 silicon Laboratories CP210x USB to UART Bridge (Driver Removal) —-—-—-\.~ E
Programs
To change this program or remove it from your computer, dick Change/Remove.,
ﬂ Silican Laboratories CP210x VCP Drivers for Windows 2000,/XP/2003 Size z,ssm
Server Vista
grcris = 19.80MB
@ % Silicon Laboratories CP210x USE to UART Bridge Driver Uninst: x|
Os 0. 16MB
g Silicon Laboratories _I
Add/Remove G Silicon Labaratories CP210x USE to UART Bridge 14.48MB
Windows p
Components ev 31.08MB |

Inztallation Location: Drver Version 5.4

IC:'\F’rUglam FileshSilabsh CUNCP 21 0%

Urinstall I Cancel
—_—

Note: If the existing driver is older than version 5.3, please follow Remove Existing
Setup File & Driver.
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REMOVE EXISTING SETUP FILE & DRIVERS

FIRST, REMOVE SETUP FILE

I) Select the setup file.
2) Click [Remove] to remove the setup file.

i Add or Remove Programs P ] 1
Currently installed programs: [T Show updates Sort by: INamE vI
Ij MSXML 6.0 Parser (KB933579) Size 13MB =
Size 0.08MEB

8 Remote Display Control

ﬁ‘ Sentinel System Driver
ﬁ! Silicon Laborataries CP210x USB to UART Bridge (Driver Removal)

(=
= 0 aboratorie P ) P D B 0 ao DD P i

Change Remave

Do you want to completely remaove the selected application and all of its features?

=l - |
Y

4) Click [OK].

The CP210x Driver Setup Files were removed successfully.

To uninstall the CP210x Driver itself open Control Panel

and select Add or Remaove Programs. Then, choose to remove

the "Silicon Laboratories CP210x USE to UART Bridge (Driver Remaval)™.

PR
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5) Click [Finish].

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP /2003 Se

Uninstall Complete

Inztalls hield *wizard has finizhed uninstalling Silicon

ServerMista.

Labaratares CP21 0w WCP Drivers for Windows 2000/5=P/2003

< Back Eaticel |
Ly

SECONDLY, REMOVE DRIVERS

6) Select the driver.

7) Click [Change/Remove] to remove the drivers.

w5
Change or
Remove
Programs

%

Add New
Programs

T

Add/Remove
Windows
Components

B Add or Remove Programs

Currently installed programs: [T Show updates

=101 ]

Sort by: IName vl

[ MsXML 6.0 Parser (KB333579)
£F Remote Display Control

j= Sentinel System Driver

|'|i,,_-.EL Silicon Laboratories CP210x USB to UART Bridge (Driver Removal)

To change this program or remove it from your computer, dick Change/Remove.
& snagit 7
O soundmax
G via Utlity

Size

Size

Changememove

W
19.30MB

0.16MB J

Size

Size

Size

s

1.31IMB

0.03MB

14,48MB

-




Installing USB Virtual COM Drivers

8) Click [Uninstall].

X 5ilicon Laboratories CP210x USB to UART Bridge Driver L 5[
Silicon Laboratones
Silicon Laboratonies CP210x USE to LART Bridge
|nztallation Location: Drriver Yerzion 5.1

IE: SFrogram FilezhSilabesht CUSCPZT 00

| [rinstall M Caricel |
!

9) Click [Yes] to restart your computer.

X silicon Laboratories CP210x USB to UART B ﬂ

System Settings Change El

D] } You must restart your computer before the new settings will take effect.
-

Do you want to restart your computer now?

Nn
[
Hh
L) e | |

Lml

Note: You must restart your computer before the new settings take effect.
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USING USB VIRTUAL COM

CONNECT YOUR USB DEVICE

I) After having successfully installed the driver to your system, connect your USB device
to PC.

2) Click [Continue Anyway] to confirm the hardware installation.

Hardware Installation

| "_\ The saoftware you are installing for this hardware:
L
Silican Labs CP21(0x USE to UART Bridge

has not passed Windows Logo testing to werfy its compatibility
with Windows XP. (Tell me why this testing is importart )

Continuing your installation of this software may impair
or destabilize the comect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

| Cortinue Hmrwa}rL !| STOP Installation I

11
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3) Click [Finish].

Found New Hardware Wizard

Completing the Found Mew Hardware Wizard

5

The wizard has finished installing the software for:
(3 Silicon Labs CP210x USE to UART Bridge

Click Finish to close the wizard.

¢ Back . Eatizel |

Fhy

4) The system recognizes the new hardware. A few seconds later, another message is
displayed to inform you that your device is ready for use.

i) Found New Hardware IE'

Your new hardware is installed and ready to use.

12



Using USB Virtual COM

FIND OUT AVAILABLE COM PORTS

To find out which COM port is assigned to your USB device:

) Go to Start | Control Panel | System.
2) Click on the Hardware tab.
3) Click [Device Manager].

Advanced I Automatic Updates | Remote |
General I Computer Mame | Hardware I

— Device Manager /

The Device Manager lists all the hardware deviges installed
- on your computer. Use the Device Manager to hange the

properties of amy device.
| Device Manager L |

Diriver Signing lets you make sure that installed drivers are
compatible with Windows. Windows Update lets vou set up
how Windows connects to Windows Update for drivers.

Driver Signing Windows Update

— Hardware Profiles

Hardware profiles provide a way for you to set up and store
different hardware configurations.

Hardware Profiles |

ok | caneat | i |

13
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4) Click to expand the list of [Ports (COM & LPT)].

File Action View Help

[ Soevieetanager L LR

= @ &8 2m a

S
B~ &g Computer

Bl <e» Disk drives

& Display adapters

-4 DVD/CD-ROM drives

B8 Human Interface Devices
E-453 IDE ATA/ATAPI controllers
[ Keyboards

7"} Mice and other painting devices
i+ Q)Mmm

5
B Ports (COM &LPT)
| 5 Communications Port (COM1)
5 ECP Printer Port (LPT1)
- Y siicon Labs CP210x USB to UART Bridge (COM14)

-Ef Sound, video and game controllers
B & System devices

3] Universal Serial Bus controders

14



	RELEASE NOTES
	INSTALLING USB VIRTUAL COM DRIVERS
	INSTALL USB VIRTUAL COM DRIVERS
	CHECK EXISTING DRIVER VERSION
	REMOVE EXISTING SETUP FILE & DRIVERS
	FIRST, REMOVE SETUP FILE
	SECONDLY, REMOVE DRIVERS


	USING USB VIRTUAL COM
	CONNECT YOUR USB DEVICE
	FIND OUT AVAILABLE COM PORTS



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


